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Read instructions completely before beginning 
installation procedure. 



Overview 

This document contains instructions for installing an HP ProLiant 
ML150 Generation 2 Lights-Out 100 remote management card 
into an HP ProLiant ML 150 G2 server. 

NOTE: For more information on preparing the server for installation, refer 
to the user guide included on the Support CD. 

Kit Contents 

• HP ProLiant ML150 G2 Lights-Out 100 remote management 
card 

• Hexnut screw 

• This document 

Important Safety Information 

Refer to the Important Safety Information document included with 
the server. 



A CAUTION: Electrostatic discharge (ESD) can damage electronic 
/ \ components. Be sure you are properly grounded (earthed) before 
beginning any installation procedure. 



Installation Guidelines 

This installation is to be performed by qualified individuals who 
are knowledgeable of the procedures, precautions, and hazards 
associated with equipment containing hazardous energy circuits. 

Card Connector Location 




Item Description 

1 HP ProLiant ML150 G2 Lights-Out 100 remote 

management card connector 
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Installing the Card 

1 . Back up the server data. 

2. Shut down the operating system in an orderly manner, as 
directed in the operating system instructions. 

3. If the server is on, press the power button to power down the 
server. 

4. Disconnect all power cords. 

5. Remove the access panel. 

Refer to the installation sheet included with the server for the 
removal procedure. 

6. Carefully lay the server on its unexposed side to gain access to 
the system board. 

7. Locate the remote management card connector on the system 
board. 

Refer to "Card Connector Location" for the location of the 
remote management card connector. 

8. Install the remote management card in the connector on the 
system board. 

Be sure to seat the card properly on the fixing pillar. 

9. Secure the card with the hexnut screw. 




10. Replace the access panel. 

11. Carefully lift the server back to its upright position. 

12. Reconnect all power cords. 



The installation is complete. 
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